
Liquid Rubber Primer provides maximum adhesion for all Liquid Rubber products.

Applications
Ÿ Metal, concrete, rubber, wood, fibreglass etc.
Ÿ Previously hardened Liquid Rubber applications.

Advantages
Ÿ Improves adhesion

Directions for Use
Surface Preparation
Metal Surfaces:

Ÿ Thoroughly clean the application area of oil, grease and dirt using Liquid Rubber Surface Cleaner.
Ÿ Roughen surfaces by abrasive blasting with 24 - 40 grit to create a good surface profile.  Alternatively, use a 60 grit or 

coarser sandpaper or sanding disc and ensure substrate is back to bright metal.
Ÿ Make the repair as soon as possible after surface preparation to avoid oxidation or rusting.  Coating immediately with 

Liquid Rubber Primer will prevent rust occuring.
Rubber Surfaces:

Ÿ Thoroughly clean the application area of oil, grease and dirt using Liquid Rubber Surface Cleaner applied with an 
abrasive pad.

Ÿ Roughen surfaces by sanding the rubber with a 16 or 24 grit open coat sanding disc or sandpaper to produce a good 
surface profile.  Ensure that all oil and contaminants are completely removed from the rubber.

Concrete Surface:
Ÿ Concrete requires multiple cleaning due to its porous nature.
Ÿ Degrease the application area using Liquid Rubber Surface Cleaner and rinse the area, preferably using a power 

washer or steam cleaner.
Ÿ Allow the floor to dry throughly before application.

Application
Metal Surfaces:

Ÿ Use two coats of Primer for all metal substrates.
Rubber Surfaces:

Ÿ Apply at least one coat of Primer to all rubbers, neoprene and urethanes.
Concrete Surface:

Ÿ Apply several coats until surfaces is sealed.  Allow each coat to dry before applying next coat.
Wood & Fibreglass:

Ÿ Apply at least one coat or two coats for softwoods.

Packaging
PUP01/100ml  100ml brush top tin
PUP01/1L  1 litre tin

Storage
Sylmasta Liquid Rubber Primer should be stored out of direct sunlight in dry, frost free conditions at temperatures 
between 18° and 22°C. Under such conditions shelf life will be 2 years from the date of manufacture.

Health & Safety
Please consult the individual Material Safety Data Sheet for hazard information. Wear eye protection and rubber or plastic 
coated gloves, and wash hands with soap and water immediately after use.

Liquid Rubber Primer

Whilst all reasonable care is taken in compiling technical data on the Company’s products, all recommendations or suggestions regarding the use of 
such products are made without guarantee, since the conditions of use are beyond the control of the Company. It is the customer’s responsibility to 
satisfy themselves that each product is fit for the purpose for which they intend to use it, that the actual conditions of use are suitable and that in the light 
of our continual research and development programme the information relating to each product has not been superseded.
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